


PALOAD PT TELESCOPIC ARTICULATED LOADER PT 82

> Loader servocontrol.

> Automatic proportional self locking differential on front and rear axle.
> Inching pedal control (transmission speed regulation).
> Forks electro-hydraulic levelling.

> Hydraulic servobrake.

> Antipollution tank plugs.

> Bucket with screwed teeth.

> Reverse motion alarm.

> Battery disconnecting switch.

> Front and rear work lights.

> Rotating lamp with magnetic fixing.

> Shock absorbing and regulating “deluxe type” seat with safety belt.
> Regulating steering wheel.

> Heating plant.

> Air filter in aspiration from outside.

> Rotoform roof for cabin protection.

> Front mudguards in rotoform.

> Unified key for lock and starting.

> Tool box.

> Use and maintenance manual, spare parts catalogue.
> Accessories for road circulation.

> Road homologation for daily and night circulation.

> GE Certification.

> Hydraulic quick bucket connection.

> Universal forks.

> Enlarged bucket.

> Extra enlarged bucket for light material.
> 4:1 multipurpose bucket.

> Paper and branches grab.

> Bucket with sidely unloading.

> Mixer bucket.

> Wood grab.

> Snow blade or snow plough.

> Front rotating brush.

> Teeth blade.

> Asphalt concrete milling.

> Air filter with top spin.

> Electric brake on inch pedal.

> Electronic weighing system.

> Air conditioning.

> Theft protection.

> Radio.

> Eco-Drive gear, 4 speeds forward and 2 reverse.

For other accessories and equipment, for characteristics and dimensions, please see the “equipment catalogue”.

PALOAD is a mark produced by Palazzani Industrie S.p.A.

OPERATIVE DATA

Tipping load with aligned machine (retracted boom) Kg 5000 A mm 2980
Tipping load in max articulated position (retracted boom) Kg 4460 B mm1315
Tipping load with aligned machine (extended boom) Kg 3000 C mm 2650
Tipping load in max articulated position (extended boom) Kg 2650 D mm 2260
Operative load with forks (retracted boom) (80%) Kg 3050 E mm6225
Operative load with forks (retracted boom) (60%) Kg 2280 F mm 3500
Operative load with forks (extended boom) (80%) Kg 1900 G mm100
Operative load with forks (extended boom) (60%) Kg 1400
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MACHINE IN CONFORMITY (E
TO THE NEW MACHINES'

STANDARDS

We reserve the right to change
technical data, so all characteristics

are purely indicative.

Pictures don’t show necessarily the
machine in standard version.
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